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/ 3:1 SLOPE

‘_f DIVERSION RIDGE
SECTION B-B1

ROAD

CONSTRUCTION EXIT

A STONE STABILIZED PAD SHALL BE LOCATED AT ANY POINT WHERE TRAFFIC WILL BE
LEAVING A CONSTRUCTION SITE TO A PUBLIC RIGHT—OF—WAY, STREET, ALLEY, SIDEWALK,

DRAINS TO STABILIZED

CHANNEL PARKING AREA, OR ANY OTHER AREA WHERE THERE IS A TRANSITION FROM BARE SOIL TO
A PAVED AREA.
N.S.A. R-2 (1.5"—3.5")
COARSE AGGREGATE AGGREGATE SIZE
STONE WILL BE IN ACCORDANCE WITH NATIONAL STONE ASSOCIATION R—2 (1.5 TO 3.5 INCH
STONE).

GEOTEXTILE UNDERLINER

PER AASHTO M288-98 PAD THICKNESS
THE GRAVEL PAD SHALL HAVE A MINIMUM THICKNESS OF 6 INCHES.

PAD _WIDTH
AT A MINIMUM, THE WIDTH SHOULD EQUAL FULL WIDTH OF ALL POINTS OF VEHICULAR
EGRESS, BUT NOT LESS THAN 20 FEET WIDE.

CONSTRUCTION EXIT DIVERSION RIDGE

ON SITES WHERE THE GRADE TOWARD THE PAVED AREA IS GREATER THAN 2%, A DIVERSION
RIDGE 6 TO 8 INCHES HIGH WITH 3:1 SIDE SLOPES SHALL BE CONSTRUCTED ACROSS THE
FOUNDATION APPROXIMATELY 15 FEET ABOVE THE ROAD.

MAINTENANCE
THE EXIT SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOW
OF MUD ONTO PUBLIC RIGHTS—OF—WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH
1.5-3.5 INCH STONE, AS CONDITIONS DEMAND, AND REPAIR AND/OR CLEANOUT OF ANY
STRUCTURES TO TRAP SEDIMENT. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED
FROM VEHICLES OR SITE ONTO ROADWAYS OR INTO STORM DRAINS MUST BE REMOVED
THIS DETAIL WAS TAKEN FROM THE CITY OF ATLANTA’S WEBSITE. IT MAY HAVE BEEN MODIFIED IMMEDIATELY.
AND SHOULD BE REVIEWED THOROUGHLY.
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